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O-Ring Mechanical Seals
Single Face   

Type TG113

Apply Range

Annular Seal Pressure: P    87.02 PSI
Annular Seal Temperature: t       40ºC   150ºC 
Velocity: Vg   300r/min 
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Type TG1527

Apply Range

Annular Seal Pressure: P    246.56 PSI
Annular Seal Temperature: t        50ºC   250ºC 
Velocity: Vg   25m/sec 

O-ring Rings Mechanical Seals

Single Face

Fixed Rotation Direction
Unbalanced Seal

Spring Single 

Measure up to the Standard DIN24960

Please Choose the Stationary from T2 T4 T5 

Ype T.G 1527 Equivalent Burgmann Mechanical
seal Type 1527
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(Specification)

TG113 Fitting Dimension (mm)  

Size  
d1  
(h6)  

d2  d3  
(max)  

d4  
(min)  

d5  d6  
(H11)  

d7  
(H8)  

L1  
(  0.5)  

L3  L6  L7  D8  
  

TG113- 20  20  27  34  36  25.0  29  35  33  23.0  5.0  6  4.0  

 
TG113- 25  25  32  39  41  30.0  34  40  35  24.5  5.0  6  4.0  

TG113- 30  30  37  44  46  35.0  39  45  39  27.5  5.0  6  4.0  

TG113- 35  35  42  49  51  40.0  44  50  39  27.5  5.0  6  4.0  

 
TG113- 40  40  48  56  60  46.0  51  58  44  31.0  6.0  8  5.0  

TG113- 45  45  53  61  65  51.0  56  63  44  31.0  6.0  8  5.0  

TG113- 50  50  58  66  70  56.5  62  70  49  35.0  6.0  8  5.0  

 TG113- 55  55  63  71  75  61.5  67  75  49  35.0  6.0  8  5.0  

 

Unbalanced Seal
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