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MECHANICAL SEAL

Elastomer Bellows Mechanical Seals

® Type TG 2100 Equivalent John Crane Mechanical
seal Type 2100

= Single Face
B Unbalanced Seal

B Elastomer Bellows

TG2100 Fitting Dimension (mm)
s ds Ls Ls
(Specification) (h6) (max) (£0.5) (£0.5)
TG2100-10 10 20 15 275
TG2100-12 12 22 15 26.5
TG2100-14 14 24 15 29.0
TG2100-15 15 25 15 29.0
TG2100-16 16 26 15 29.0
TG2100-18 18 32 20 31.5
TG2100-20 20 34 20 31.5
TG2100-22 22 36 20 315
TG2100-24 24 38 20 34.0
TG2100-25 25 39 20 34.0
TG2100-28 28 42 26 36.5
TG2100-30 30 44 26 35.5
TG2100-32 32 46 26 35.5
TG2100-33 33 47 26 35.5
TG2100-35 35 49 26 34.5
TG2100-38 38 54 30 37.0
TG2100-40 40 56 30 37.0
TG2100-43 43 59 30 37.0
TG2100-45 45 61 30 37.0
TG2100-48 48 64 30 35.0
TG2100-50 50 66 30 375
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Type TG2100

Apply Range
Annular Seal Pressure:P< 0~ 29.00 PSI

Annular Seal Temperature: t= —40'C~150C
Velocity: Vg<15m/s

TG31 Fitting Dimension (inches)
(size di ds Ls
(Specification) (-0.002) (max) (£0.02)
Tg2100- 3/ 0.375 0.787 0.591
TG2100- 1/ 0.500 0.945 0.591
TG2100- 5/ 0.625 1.024 0.591
TG2100- 3/4" 0.750 1.260 0.787
TG2100-7/s" 0.875 1.417 0.787
TG2100-1" 1.000 1.535 0.787

TG2100-1"/s" 1125 1.654 1.024
TG2100-1"/4"  1.250 1.811 1.024
TG2100-13/s"  1.375 1.929 1.024
TG2100-11/2" 1.500 2.216 1.181
TG2100-15/s" 1625 2.205 1.181
TG2100- 13/4" 1.750 2.402 1.181
TG2100-17/s" 1.875 2.520 1.181
TG2100-2" 2.000 2.598 1.181
TG2100-21/5"  2.125 2.717 1.181
TG2100- 21/4n 2.250 3.031 1.299
TG2100- 23/5 2.375 3.150 1.299
TG2100-21/,n 2.500 3.268 1.299



