
(h6)

Type  TG109/TG1092/TG1093

Apply Range

Annular Seal Pressure: P    -14.50   232.06 PSI
Annular Seal Temperature: t =    20ºC    140ºC

Velocity: Vg    10m/s

Single Face    

Elastomer Bellows

Measure up to the Standard DIN24960

Unbalanced Seal

Type TG 109/TG1092/TG1093 Equivalent Burgmann

Mechanical seal Type MG 1/MG12/Mg

Elastomer Bellows Mechanical Seals

TG155/TG1092/TG 1093 Fitting Dimension (mm)

d1(Size)
(Specificaiton) (max) (H11) (    0.5)

TG
109/TG

1092/TG
1093

18

d3 d6 

(H8)

d7 L 3 L 32

(    0.5)

L 33

(    0.5)

L 4 L 5 L 6 L 10

25

T
G

3
0

1

Elastomer Bellows Mechanical Seals

Single Face

Unbalanced Seal

Elastomer Bellows
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TG301 Fitting Dimension (mm)

       
d1

 
d3

        
(Size)

 

 

 

(Specification)

TG301-6

TG301-8

TG301-8L

TG301-10

TG301-11

TG301-12

TG301-13

TG301-13H

TG301-14P

TG301-14

TG301-15P

TG301-15

TG301-15L

TG301-16P

TG301-16

TG301-16L

TG301-17

TG301-18

TG301-19

TG301-20P

TG301-20

TG301-20L

6

8

8

10

11

12

13

13

14

14

15

15

15

16

16

16

17

18

19

20

20

20

L1

(h6) (max) (H8)

18

18

24

24

24

24

24

24

26

32

28

32

39

28

32

39

39

39

39

35

39

42

22

22

26

26

26

26

26

26

28.5

29.5

30

29.5

38

30

29.5

42

42

42

42

38

42

45

15

15

19

19

21

21

18.5

21

21

21

21

21

21

21

21

21

21

21

21

21

21

23 

(    0.5)

 
       

d1 d3

  (Size)

 

 

(Specification)

L1 L3

Axial dimension is short

d7 L3 L5

11

11

11

11

13

13

13

13

13

13

13

13

13

13

13

13

13

13

13

13

13

13

3.5

3.5

6.5

6.5

6.5

6.5

4.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

6.5

8.5

L5d7

     (h6) (max) (H8) (    0.5)

TG301-22P

TG301-22

TG301-23

TG301-24

TG301-25

TG301-25P

TG301-26

TG301-27

TG301-28

TG301-30

TG301-32

TG301-35

TG301-38

TG301-40

TG301-45

TG301-50

TG301-55

TG301-60

TG301-65

TG301-70

22

22

23

24

25

25

26

27

28

30

32

35

38

40

45

50

55

60

65

70

39

42

47

47

47

4105

47

47

54

54

54

60

65

65

70

85

85

105

105

105

42

45

50

50

50

45/50

50

50

57

57

57

63

68

68

73

88

88

110

110

110

21

23

23.5

23.5

23.5

23.5

23.5

23.5

25

25

25

26

30

30

32

38

38

45

45

47

13

13

13.5

13.5

13.5

13.5

13.5

13.5

15

15

15

16

18

18

20

23

23

30

30

32

6.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

8.5

10

10

10

13

13

13

13

13

Type TG 301

Apply Range

Annular Seal Pressure:
Annular Seal Temperature:
Velocity: 

P
t 20 C C

Vg 10 m s

58.01 PSI

80 ( )150

d3

d1

d7

20º  

L
3

L
1

L
5

1
.5
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