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TG502B

Apply Range
Annular Seal Pressure: P< 232.06 PSI

Annular Seal Temperature: t = —20°C ~140°C
Velocity: Vg<13m/s
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® Type Tg502b Equivalent Jhohn Mechanical E S—
Seal Type 502 Equivalent Burgmann Mechanical ‘

= Single Face [ o
= Unbalanced Seal | |
= Elastomer Bellows

= Measure up to the Standard DIN24960 3 8= — = = = F=

TG502B Fitting Dimension (mm)
P [i P d. s d, L La Ls Ls Las

(Specificaitan) {n6) (max) (min) (H11) (Ha) {+05)

TG502B-14 14 24 26 21 25 35.0 23.0 1.5 4 50
TG502B-16 16 26 28 23 27 35.0 23.0 1.5 4 5.0
TG502B-18 18 32 34 27 33 375 24.0 2.0 5 75
TG502B-25 25 39 41 34 40 40.0 27.0 2.0 5 15
TG502B-28 28 42 44 37 43 42.5 30.0 2.0 5 75
TG502B-30 30 44 48 39 45 42.5 30.5 2.0 5 7.5
TG502B-32 32 46 48 42 48 42.5 30.5 2.0 5 8.0
TG502B-33 33 47 49 42 48 42.5 30.5 2.0 5 8.0
TG502B-35 35 48 51 44 50 42.5 30.5 2.0 5 8.0
TG502B-38 38 54 58 49 56 45.0 32.0 2.0 6 10.0
TG502B-40 40 56 60 51 58 45.0 32.0 2.0 6 10.0
TG502B-43 43 59 63 54 61 45.0 320 2.0 6 12.0
TG502B-53 53 69 73 65 73 47.5 34.0 2.5 6 12.0
TG502B-55 55 71 75 67 75 47.5 340 2.5 6 12.0
TG502B-58 58 78 83 70 78 52.5 38.0 2.5 6 14.0
TG502B-68 68 88 93 81 90 52.5 39.0 2.5 7 14.0
TG502B-70 70 89 95 83 92 §0.0 455 25 7 14.0
TG502B-75 75 26 104 88 97 60.0 455 25 7 14.0
TG502B-80 80 104 109 95 105 60.0 45.0 3.0 7 14.0
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