Type TG560C/TGBIA

Apply Range
Annular Seal Pressure:P< 217.55 PSI

Annular Seal Temperature:t=-20'C ~80(150) C
VelTcity: Vg< 10m/s

A

(Specificaiton)
TG560C-10
TG560C-12
TG560C-14
TG560C-16
TG560C-18
TG560C-20
TG560C-22
TG560C-24
TG560C-25
TG560C-28
TG560C-30
TG560C-32
TG560C-33
TG560C-35
TG560C-38
TG560C-40
TG560C-43
TG560C-45
TG560C-48
TG560C-50
TG560C-53
TG560C-55
TG560C-58
TG560C-60
TG560C-63
TG560C-65
TG560C-68
TG560C-70
TG560C-75
TG560C-80

(Siz

TG560C

e)

La

(h6)

Fitting Dimension (mm)

(max)
20.5
225
245
26.5
30.5
34.0
36.0
40.0
40.0
42.0
45.0
47.0
47.0
50.0
55.0
57.0
59.0
61.5
65.5
67.5
70.5
72.0
78.5
80.0
83.0
84.5
88.0
90.0
99.0

104

(i ]

(H8)
21
23
25
27
33
35
37
39
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80
73
85
90
92
97

105

(£0.5)
23.9
23.9
26.4
26.4
275
275
275
30.0
30.0
325
325
325
325
325
34.0
34.0
34.0
34.0
34.0
345
345
345
395
395
395
395
395
45.0
45,0
45.0

Ls

8.6
8.6
8.6
8.6
10
10
10
10
10
10
10
10
10
10

TGBIA

MECHANICAL SEAL

Elastomer Bellows Mechanical Seals

e Type TG560C Equivalent Vulcan Mechanical
seal Type 24(DIN24960)

= Single Face

m Unbalanced Seal

m Elastomer Bellows

® Measure up to the Standard DIN24960

(Size)

(Specificaiton)
TGBIA-14
TGBIA-16
TGBIA-18
TGBIA-20
TGBIA-25
TGBIA-28
TGBIA-30
TGBIA-32
TGBIA-33
TGBIA-35
TGBIA-38
TGBIA-40
TGBIA-43
TGBIA-45
TGBIA-48
TGBIA-50
TGBIA-53
TGBIA-55
TGBIA-58
TGBIA-60

(h6)
14
16
18
20

28
30
32
33

38
40
43

48
50
53

58
60

E-mail: ventas@kmk-hidraulica.com

(max)
27.0
285
30.5
315
40.0
42.0
44.0
46.0
47.0
49.0
54.0
56.0
59.0
61.5
64.5
67.5
70.5
71.5
78.5
78.5

(Hg)
30
32
35
35
40
43
45
48
48
50
56
58
61
63
66
70
73
75
78
80

. Ramon Cdrcamo 528 Lima - Peru Telefax: (611) 423-2503 / Nextel: 818*3953

(£0.5)
18.7
21.0
225
21.0
25.5
2515
25.5
335
335
33.5
8815)
335
36.5
38.0
38.0
38.0
41.0
41.0
42.0
42.0

La

5.0
5.0
7.5
8.0
8.0
8.0
9.0
9.0
9.0
9.0
9.0
9.0
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
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N
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