Type TG6B

Apply Range

Annular Seal Pressure: P< 36.25 PSI
Annular Seal Temperature:t=—20°C ~100°C
Rotation speed: n <5000r/min

TG8B

Fitting Dimension (inches)

(Specification) b ll nI nZ n : (+0.015) n (m(e?x)
TG6B-¥s” 0.375 0875 1125 1250 0.062 0.312 0.312
TG6B-'/2»  0.500 0.000 1.125 1375 0203 0312 0.344
TG6B-%s” 0.625 0.187 1437 1625 0265 0406 0.338
TG6B- 3/ 4” 0.375 1575 1718 0235 0406 0.375

A

TG6B

(Size)
(Specification)

TG6B-10
TG6B-12
TG6B-12M
TG6B-16
TG6B-20
TG6B-25
TG6B-30

MECHANICAL SEAL

Inaction Mechanical Seals
e Type TG6B Equivalent John Crane Mechanical
seal Type 6A

m [nacion seals
B Elastomer Bellows
® Applicable to High Velocity

Fitting Dimension (mm)

da D D: Ds B
(Hs) (Hs) (+0.30)
10 23 2% 29 42 4
12 25 2858 32 47 5
12 24 30 35 5 5
23 %5 415 68 5
0 3 40 438 68 5
%5 4 47 51 8 7
0 48 52 57 8 8

E-mail: ventas@kmk-hidraulica.com

« Ramon Carcamo 528 Lima - Peru Telefax: (611) 423-2503 / Nextel: 818*3953
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