
 

Type  TG6C

Apply Range

Annular Seal Pressure: P     36.25 PSI

Annular Seal Temperature: t =    20ºC    100ºC

Rotation speed: n    5000r/min

Inaction seals

Elastomer Bellows

Application Auto Industries

Inaction Mechanical Seals
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TG6C Fitting Dimension (mm)
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Type 
Apply Range
Annular Seal Pressure:P  0   23.20 PSI
Annular Seal Temperature:t      20ºC   80ºC 
Rotation speed:n   300r/min 
Medium: High-corrosion mediums and un-floating
               granule except hydrofluoric acid.

39

TG208

T
G

2
0

8

TG208 R 'Í" Fitting Dimension (mm)    
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 ISpeciflclltonj (h6) (Ha) (:1:0.5)   

 TG208-10 10 21 30.0 4.5 

 TG208-12 12 23/24 32.0 4.5 

 TG208-14 14 25/28 35/38 4.5 

 TG208.15 15 27/30 38.0 4.5 

 TG208-16 16 27/30 38.0 4.5 

 TG208-17 17 33/35 38/48 4.5 

 TG208-18 18 33/35 38/48 4.5 

 TG208-20 20 35/36 40/48 5.0 

 TG208-22 22 37/38 45.0 5.5 

 TG 208-25 25 40/41 48.0 6.5 

 TG 208-28 28 43 51.0 7.0 

 TG208-30 30 45 51.0 7.0 

 TG208-35 35 50 51.0 7.0 

 TG208-40 40 58 61.0 8.0 

 TG208-45 45 63 61.0 8.0 

 

Double Face Mechanical Seals

      Double Faces
      Single Spring
      Unbalanced Seal
      Elastomer Bellows
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