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O-Ring Mechanical Seals

Type TG8U Equivalent John Crane Mechanical
seal Type 8-1

Single Face   

Multilple Springs
Unbalanced Seal

Optional Rotation Direction

Type TG8U/TG8T

Apply Range

Annular Seal Pressure: P    246.56 PSI
Annular Seal Temperature: t        40 ºC   150ºC 
Velocity: Vg   25m/sec 
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Type TG120A/TG120B

Apply Range

Annular Seal Pressure: P    145.04 PSI
Annular Seal Temperature: t        40 C   180C 
Velocity: Vg   15m/sec 

O-Ring Mechanical Seals

Type TG120B Equivalent Burgmann Mechanical seal Type 8

Single Face

Conical Spring
Unbalanced Seal

fixed Rotation Direction

 
d1 d3 d6 d7 L1 L3 L5 L6

 (Specification) (hs) (max) (Hu) (H.) (tO.5)

 
TG120B.12 12 21 17.5 21.6 21.1 15.5 1.2 3.8 TG120A.12 12 21 16.5 20.6 23.5 18 1.2 3.8

 
TG120B.14 14 23 20.5 24.6 21.1 15.5 1.2 3.8 TG120A.14 14 23 19.0 23.1 28.0 22 1.2 3.8

 

TG120B.15 15 24 20.5 24.6 22.1 15.5 1.2 3.8 TG120A.15 15 24 21.0 26.9 29.0 22 1.2 3.8

 

TG120B.16 16 26 22.0 28.0 25.0 17.5 1.5 5.0 TG120A.16 16 26 21.0 26.9 30.0 23 1.5 5.0

 

TG120B.18 18 29 24.0 30.0 26.5 18.5 1.5 5.0 TG120A.18 18 29 25.0 30.9 32.0 24 1.5 5.0

 

TG120B.20 20 31 29.5 35.0 27.5 20.0 1.5 5.0 TG120A.20 20 31 25.0 30.9 33.0 25 1.5 5.0

 

TG120B.22 22 33 29.5 35.0 29.0 21.5 1.5 5.0 TG120A.22 22 33 30.0 35.4 33.0 25 1.5 5.0'

 

TG120B.24 24 35 32.0 38.0 30.5 23.0 1.5 5.0 TG120A.24 24 35 30.0 35.4 35.0 27 1.5 5.0

 

TG120B.25 25 36 32.0 38.0 32.0 24.5 1.5 5.0 TG120A.25 25 36 33.0 38.2 35.5 27 1.5 5.0

 

TG120B.28 28 40 36.0 42.0 33.5 24.5 1.5 5.0 TG120A.28 28 40 38.0 43.3 38.0 29 1.5 5.0

 

TG120B.30 30 43 39.2 45.0 35.0 24.5 1.5 5.0 TG120A.30 30 43 38.0 43.3 39.0 30 1.5 5.0

 

TG120B.32 32 46 42.2 48.0 38.5 28.0 1.5 5.0 TG120A.32 32 46 38.0 43.3 39.0 30 1.5 5.0

 

TG120B.33 33 47 42.2 48.0 39.0 28.0 1.5 5.0 TG120A.33 33 47 45.0 53.5 50.5 39 1.5 5.0

 

TG120B.35 35 49 46.2 52.0 39.0 28.0 1.5 5.0 TG120A.35 35 49 45.0 53.5 50.5 39 1.5 5.0

 

TG120B.38 38 53 49.2 55.0 41.3 31.0 1.5 5.0 TG120A.38 38 53 52.0 60.5 50.5 39 1.5 5.0

 

TG120B.40 40 56 52.2 58.0, 44.8 34.0 1.5 5.0 TG120A.40 40 56 52.0 60.5 50.5 39 1;5 5.0

 

TG120B.42 42 59 53.3 62.0 47.0 35.0 2.0 6.0 TG120A.42 42 59 52.0 60.5 50.5 39 2.0 6.0

 

TG120B.43 43 59 53.3 62.0 47.0 35.0 2.0 6.0 TG120A.43 43 59 57.0 60.5 52.5 41 2.0 6.0

 

TG120B.45 45 61 55.3 64.0 48.1 36.5 2.0 6.0 TG120A.45 45 61 57.0 65.5 52.5 41 2.0 6.0

TG120B.50 50 66 60.8 69.3 54.6 43.0 2.0 6.0 TG129A.50 50 66 64.0 72.5 52.5 41 2.0 6.0

TG120B.55 55 71 66.5 75.4 60.3 47.0 2.0 6.0 TG120A.55 55 71 64.0 12.5 56.5 45 2.0 6.0

TG120B.60 60 78 71.5 80.4 64.3 51.0 2.0 6.0 TG120A.60 60 78 12.0 79.3 58.5 47 2.0 6.0

TG120B.65 65 84 76.5 85.4 65.0 52.0 2.0 6.0 TG120A.65 65 84 77.0 84.5 60.5 49 2.0 6.0

TG120B.70 70 90 83.0 92.0 67.0 54.0 2.0 6.0 TG120A.70 70 90 82.0 89.5 62.5 51 2.0 6.0

TG120B.75 75 98 90.2 99.0 69.0 55.0 2.0 6.0 TG120A.75 75 98 87.0 94.5 62.5 51 2.0 6.0

TG120B.80 80 100 95.2 104 73.0 58.0 2.0 6.0 TG120A.80 80 100 92.0 99.5 68.5 57 2.0 6.0

d1 d3 d6 d7 L1 L3 L5 L6

(Specification) (hs) (max) (Hu) (Ha) (   O.5)
(Size) (Size)

TG90B Ftting Dimension (mm) TG90B Ftting Dimension (mm)
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