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Type  Tg685

Apply Range

Annular Seal Pressure: P=

Annular Seal Temperature: t = 20ºC    300ºC

VelTcity: Vg    15m/s

Medium: Acid, Alkali Oil and Macromolecule suspend medium

Metal Bellows Mechanical Seals
Type Tg685 Equivalent Burgmann Mechanical

seal Type MFL85N.

 

(h6)

Tg685  Fitting Dimension (mm)

d1
(Size)

(Specificaiton) (max)

d3
(H11)
d6

(H8)
d7 d8 L 3 L 4

(    0.5)
L 8

Single seal

Balanced

Indepenent of direction of rotatin

Metal bellaws

Measure up to the Standard DIN24960
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Type TGE

Apply Range
Annular Seal Pressure:
Annular Seal Temperature:
Rotation speed: 

P 72.51 PSI
t 40 C C150

n min

Fitting Dimension (inches)
 

   d1    d2   (Size)  

        

TGE-

TGE-

TGE-

TGE-

TGE-

TGE-

TGE-

TGE-

TGE

0.375

0.437

0.500

0.562

0.625

0.687

0.750

0.875

1.000

L3 L4

(Specification)

TG110

Type TG 16

Apply Range

Annular Seal Pressure:
Annular Seal Temperature:
Velocity:

P 1. 0
t 30 C C

10

MP a
200

3600r

TypeTGE Equivalent John Crane Mechanical seal Type 6

d3 d6 d7
(-0.002) (max) (+0.002) (    0.02) 

 3  8/

7  16/

5  8/

3  4/

1

7  8/

1  2/
9  16/

11 16/

0.812

0.812

0.812

0.937

0.937

1.062

1.062

1.312

1.312

1.062

1.062

1.062

1.218

1.218

1.343

1.343

1.687

1.687

0.750

0.750

0.750

0.937

0.937

1.062

1.062

1.312

1.312

1.000

1.000

1.000

1.250

1.250

1.375

1.375

1.625

1.625

0.656

0.656

0.656

0.718

0.718

0.718

0.718

0.712

0.812

0.312

0.312

0.312

0.406

0.406

0.406

0.406

0.437

0.437

Vg m / s

Fitting Dimension (inches)
 

   d1      (Size)  

        

TG16-

TG16-

TG16-

TG16-

TG16-

TG16-

L3 L4

(Specification)

TG16

d3 d7
(-0.002) (max) (+0.002) (    0.02) 

 3  8/

7  16/

3  4/

1

1  2/
9  8/

0.375

0.437

0.500

0.625

0.750

1.000

0.917

0.917

0.917

1.185

1.302

1.552

1.000

1.000

1.000

1.250

1.375

1.625

0.656

0.656

0.656

0.718

0.718

0.812

0.312

0.312

0.312

0.406

0.406

0.437

Elastomer Bellows Mechanical Seals

TypeTG16 Equivalent PAC Mechanical seal Type 16

Elastomer Bellows Mechanical Seals

 362.59 PSI
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