A
MECHANICAL SEAL

k-hidraulica.com
hidraulica.com

Type TGJB103

Apply Range

Annular Seal Pressure: P<< 0~ 116.03 PSI
Annular Seal Temperature: t = —20°C ~80°C
Velocity: n <3000r/min

O-Ring Mechanical Seals

m Single Face
Ls = Unbalanced Seal
m Single Spring

m Fixed Rotation Direction

W m International Dimension
S QY

TGJB103 Fitting Dimension (mm)

(size) di ds ds dr do L L+ Ls
(specifiaiton) (h6) (max) (H11) (He) (£05)
TGJB103-16 16 33 255 33 215 56 52 40
TGJB103-18 18 35 28.5 36 24 60 56 44
TGJB103-20 20 37 30.5 40 26 63 58 44
TGJB103-22 22 39 325 42 28 67 62 48
TGJB103-25 25 42 8515} 45 31 67 62 48
TGJB103-28 28 45 385. 48 34 69 64 50
TGJB103-30 30 52 40.5 50 36 75 70 56
TGJB103-35 35 57 455 55 41 79 74 60
TGJB103-40 40 62 50.5 60 46 83 78 64
TGJB103-45 45 67 55:5 65 51 90 85 Il
TGJB103-50 50 72 60.5 70 56 94 89 75
TGJB103-55 55 7 65.5 75 61 96 91 7
TGJB103-60 60 82 70.5 80 66 96 91 77
TGJB103-65 65 92 80.5 90 73.5 1M 106 89
TGJB103-70 70 97 85.5 97 78.5 116 110 91
TGJB103-75 75 _102 90.5 102 835 116 110 91
TGJB103-80 80 107 95.5 107 88.5 123 117 98
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